A ASSOCIATED

ENVIRONMENTAL SYSTEMS

ATPHEAVY PRISMATIC & ADAPTABLE

REDUCE TIME + MINIMIZE ERRORS + CENTRALIZE DATA + TEST MORE

ATPHEAVY

HIGH-AMPERAGE BATTERY TESTING

This innovation to the ATP system enables you to test high density cells up to 1000 Amps.

Pictured: 250 AMP LARGE POUCH Pictured: 1000 AMP PRISMATIC

SPECS AT A GLANCE
ADAPTABLE PRISMATIC
CELL HOLDER: Pouch, Cylindrical | CELL HOLDER: Prismatic
CONNECTION TYPE: Universal Terminal | CONNECTION TYPE: Bus Bar
MAXIMUM CURRENT: 100-250 Amps | MAXIMUM CURRENT: 1000 Amps
CABLE MANAGEMENT: IGUS Track | CABLE MANAGEMENT: High-Amperage Cables
MULTIPLE SAFETY OPTIONS AVAILABLE: TUVUS|CA|E| MULTIPLE SAFETY OPTIONS AVAILABLE: TUVUS|CA|E

FIND OUT MORE:

www.AssoclatedEnvironmentalSystems.com
sales@associatedenvironmentalsystems.com | 978.772.0022




